




































































RF part (from LNB)
Input frequency
Input impedance
Input level
IF bandwidth
LNB power supply
Video detector
FM treshold

Video part
Outputs
Video output (normal)
Video bandwidth
Diff. Gain 1Diff. phase
Video SIN
Video de-emphasis
Baseband video output

Input

Audio part
Outputs

Audio tuning
Sound system
Audio IF bandwidth

Audio output power
Audio de-emphasis

Control part
Outputs

RF part (to TV-set)
RFoutput
RF frequency
RF level

Connectors
RF inputs for LNB
Video outputs
TV antenna input
RF output (to TV-set)
Video 1 Audio input
11/12 switch
Audio output
Speakers
Interface to 240 8100
Polarizer
Test voltage

Others
AC power
Operating temp. range
Storage temp. range
Size
Weight

950 -1750 MHz
75 ohm
-65- -30dBm
27 MHz
18.6V 115.6V, switchable
Quadrature detector with treshold extension.
Max8dB

Normal 1Decoder (raw video)
75 ohm 11.0V at 22 MHzpp and 16 MHzpp deviation. switchable.
50 Hz - 5 MHz, ± 1 dB

.. 5%15°
50 dB (weighted) at 14 dB CIN input
CCIR625
75 ohm 11.0V at 10.7 MHz deviation. No damping.
Four different programmable modes:
d1 ) PAL-video 50 Hz - 8.5 MHz ± 1 dB
d2) MAC-video 50 Hz - 8.5 MHz ± 0.5 dB
d3) PAL-video 50 Hz - 5.0 MHz ± 1dB
d4) PAL or MAC-video 50 Hz - 8.5 MHz, selectable, Audio 1Video input used.
Decoder return, or other video source.

Une out: Right, Left and Mono.
Speakers: Right, Left
Frequency synth: 5.5 - 8.5 MHz
Factory preprogrammed to 4 stereo and 4 mono frequencies.
Narrow Band (NB) = 180 kHz
Wide Band (WB) = 350 kHz
2 x 3 W RMS (at 4 ohm)
62 ~IJI7, programmable.

Antenna drive output for connection
Polarizer: Pulse, 5V, ground
11 112 GHz-switch output: "11 ft = OV, "12" =12V

PAL G (version -26: PAL 1)
UHF ch. 30 - 39. Factory set to ch. 33.
67 dB!J.V f750hm

IEC female for input 1, IEC male for input 2.
RCAphono
IECfemale
IECmaie
6-pin DIN
RCAphono
RCA phono (R + L, mono)
Push terminals
7-pin DIN
Push terminals
Push terminal

220V or 240V ± 10% 50 Hz
10°C - 4QOc
COc - 500C
490x315 x 55 mm
Approx. 4kg


